
Gigabit Media Converters 

Hardened Micro-type 10/100/1000Base-TX to 100/1000Base-FX Ethernet Media Converter 

 

Features: 

 Converts 10/100/1000Base-TX to 1000Base-FX (SFP/1X9) 

 Supports Full/Half-duplex 

 Supports external 1000Base SFP 

 Auto MDI/MDIX 

 Sleek Micro-type design, fits within most camera housing 

 Extensive LED indicators for network diagnostics 

 -40°C to 75°C (-40°F to 167°F) operating temperature 

 

Specifications: 

Physical Port 

Standards 

IEEE802.3 10Base-T, IEEE802.3u 100Base-TX 

IEEE802.3ab 1000Base-T, IEEE802.3z 1000Base-X 

IEEE802.3x Flow Control 

Jumbo Frame 10K Bytes 

DIP Switches (only SFP 

model) 

LFP (Link Fault Propagaton) 

ALS (Automatic Laser Shutdown) 

FX Reset 

FX Speed Set (100M or 1000M) 

Forward Filter Rate 

14,880pps (10Mbps) 

148,800pps (100Mbps) 

1,488,000pps (1000Mbps) 

Cabling 1000Base-T: Cat5 or above 

Maximum Distance Cat5 UTP up to 100m 

Connector 1 x RJ45 

Optical Port 1 x SFP 100 BaseFX/1000Base-X,/ 1x9 fixed module 

Electrical and Mechanical 



Input Power 9~56VDC, Phoenix terminal 2 pin 

Power Consumption < 3W 

LED Indicators 

Power Power Status 

100TX LINK/Activity, Speed 

SFP LINK/Activity 

Dimensions (W x D x H) 39 × 118 × 26 mm 

Weight 120g 

Casing Aluminum case 

Mounting Options Desktop / Wall Mount 

Working Environment 

Operation Temperature -40˚C to 75˚C (-40˚F to 167˚F) 

Storage Temperature -40˚C to 85˚C (-40˚F to 185˚F) 

Relative Humidity 5% to 95% non-condensing 

MTBF > 300,000 hours 

 

Order Information 

Model Number Description 

FR-2703-SFP 
Hardened Micro-type 10/100/1000Base-TX to 100/1000Base-FX SFP 

Ethernet Media Converter 

* Fiber port could add 1x9 modules 

 

 

 

 

 

 

 

 

 


